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C.2
Articles with coloured order number are kept permanently in stock at the central warehouse in Germany.

Delivery times see page X.2
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THR solder connection pin headers

Reflow soldering is no longer restricted to SMD’s
(Surface Mount Devices).
Using a combination of special high temperature
resistant plastic and innovative component design,
Weidmueller has developed THT (Through-Hole
Technology) pin-headers and pcb terminals that
can be 100 % incorporated into the automatic pcb
assembly process.
These components are supplied as standard in
cartons, or anti-static Tape-on-Reel packaging for
integration into automatic Pick-&-Place machines.
The high-tech plastic has a melting point greater
than 300 °C and so is perfect for the Reflow
soldering process or higher temperatures associa-
ted with Lead-Free Wave soldering.
The Weidmueller SMT/THR components aid the
reduction of overall production costs thus impro-
ving manufacturing efficiency.
For additional information about the Weidmueller
SMT/THR components, please review our SMT
microsite – http://www.SMT-Technology.com

S2L-SMT 3.5/90

• 50 V (IEC) / 150 V (UL) 
• 10 A (IEC) / 10 A (UL)

Technical data
Rated data acc. to IEC 664-1 / VDE 0110 (4.97)

Clamping range, max. mm2

Solid H05(07) V-U mm2

Stranded H07 V-R mm2

Flexible H05(07) V-K mm2

Flexible with ferrule mm2

Ferrule with plastic collar mm2

Stripping length mm

Rated current
at ambient temperature 20°C 40°C

A 10.0 9.0

Overvoltage category III III II
Pollution severity 3 2 2

Rated voltage V 50 125 160
Rated impulse voltage kV 2.5 1.5 1.5

a UL 1059 rated data - E60693 B C D

Rated voltage V 150 150
Rated current A 10.0 10.0
AWG conductor

r CSA C22.2 rated data - LR12400 B B C D

Rated voltage V 50 50
Rated current A 5.0 5.0
AWG conductor

Material data

Type of insulating material LCP GF
Flammability class acc. UL94 V-0
Contact base material Cu alloy
Contact plating tin plated

Information

• Gold-plated contact surfaces on request

• Rated current refers to rated cross-section and min. number

of poles

• Hole diameter D = 1.3 + 0.1mm

• Drawing information P = Pitch

S2L-SMT 3.5/90G Box
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Ordering data
Solder pin length 3.2 mm

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 50 1794210000
8 10.50 (0.413) 50 1794220000

10 14.00 (0.551) 50 1794230000
12 17.50 (0.689) 50 1794240000
14 21.00 (0.827) 50 1794250000
16 24.50 (0.965) 50 1794260000
18 28.00 (1.102) 20 1794270000
20 31.50 (1.240) 20 1794280000
22 35.00 (1.378) 20 1794290000
24 38.50 (1.516) 20 1794300000
26 42.00 (1.654) 20 1794310000
28 45.50 (1.791) 20 1794320000
30 49.00 (1.929) 20 1794330000
32 52.50 (2.067) 20 1794340000
34 56.00 (2.205) 20 1794350000
36 59.50 (2.343) 20 1794360000

Status indicator see page L.16
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Articles with coloured order number are kept permanently in stock at the central warehouse in Germany.
Delivery times see page X.2 C.3

M
in

im
at

e
R

an
g

e
P

it
ch

 3
.5

0

THR solder connection pin headers

S2L-SMT 3.5/90G Tape

tape feed direction

even pole no.odd pole no.

W

Ordering data
Solder pin length 3.2 mm

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 200 1807470000
8 10.50 (0.413) 200 1807480000

10 14.00 (0.551) 200 1807490000
12 17.50 (0.689) 200 1807500000
14 21.00 (0.827) 200 1807510000
16 24.50 (0.965) 200 1807520000
18 28.00 (1.102) 200 1807530000
20 31.50 (1.240) 200 1807540000
22 35.00 (1.378) 200 1807550000
24 38.50 (1.516) 200 1802190000

Tape width W = 56 mm

S2L-SMT 3.5/90LF Box
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Ordering data
Solder pin length 3.2 mm

Colour black

Pitch 3.50 mm
Poles  L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 50 1794860000
8 10.50 (0.413) 50 1794870000

10 14.00 (0.551) 50 1794880000
12 17.50 (0.689) 50 1794890000
14 21.00 (0.827) 50 1794900000
16 24.50 (0.965) 50 1794910000
18 28.00 (1.102) 20 1794920000
20 31.50 (1.240) 20 1794930000
22 35.00 (1.378) 20 1794940000
24 38.50 (1.516) 20 1794950000
26 42.00 (1.654) 20 1794960000
28 45.50 (1.791) 20 1794970000
30 49.00 (1.929) 20 1794980000
32 52.50 (2.067) 20 1794990000
34 56.00 (2.205) 20 1795000000
36 59.50 (2.343) 20 1795010000

Status indicator see page L.16

S2L-SMT 3.5/90LF Tape

tape feed direction

even pole no.odd pole no.

W

Ordering data
Solder pin length 3.2 mm

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 200 1807560000
8 10.50 (0.413) 200 1807570000

10 14.00 (0.551) 200 1807580000
12 17.50 (0.689) 200 1807590000
14 21.00 (0.827) 200 1807600000
16 24.50 (0.965) 200 1807610000
18 28.00 (1.102) 200 1807620000
20 31.50 (1.240) 200 1807630000

Tape width W = 56 mm
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Articles with coloured order number are kept permanently in stock at the central warehouse in Germany.

Delivery times see page X.2

THR solder connection pin headers
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S2L-SMT 3.5/180

• 50 V (IEC) / 150 V (UL) 
• 10 A (IEC) / 10 A (UL)

Technical data
Rated data acc. to IEC 664-1 / VDE 0110 (4.97)

Clamping range, max. mm2

Solid H05(07) V-U mm2

Stranded H07 V-R mm2

Flexible H05(07) V-K mm2

Flexible with ferrule mm2

Ferrule with plastic collar mm2

Stripping length mm

Rated current
at ambient temperature 20°C 40°C

A 10.0 9.0

Overvoltage category III III II
Pollution severity 3 2 2

Rated voltage V 50 125 160
Rated impulse voltage kV 2.5 1.5 1.5

a UL 1059 rated data - E60693 B C D

Rated voltage V 150 150
Rated current A 10.0 10.0
AWG conductor

r CSA C22.2 rated data - LR12400 B B C D

Rated voltage V 50 50
Rated current A 5.0 5.0
AWG conductor

Material data

Type of insulating material LCP GF
Flammability class acc. UL94 V-0
Contact base material Cu alloy
Contact plating tin plated

Information

• Gold-plated contact surfaces on request

• Rated current refers to rated cross-section and min. number

of poles

• Hole diameter D = 1.3 + 0.1mm

• Drawing information P = Pitch

S2L-SMT 3.5/180G Box
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Ordering data
Solder pin length 3.5 mm

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 50 1794530000
8 10.50 (0.413) 50 1794540000

10 14.00 (0.551) 50 1794550000
12 17.50 (0.689) 50 1794560000
14 21.00 (0.827) 50 1794570000
16 24.50 (0.965) 50 1794580000
18 28.00 (1.102) 20 1794590000
20 31.50 (1.240) 20 1794600000
22 35.00 (1.378) 20 1794610000
24 38.50 (1.516) 20 1794620000
26 42.00 (1.654) 20 1794630000
28 45.50 (1.791) 20 1794640000
30 49.00 (1.929) 20 1794650000
32 52.50 (2.067) 20 1794660000
34 56.00 (2.205) 20 1794670000
36 59.50 (2.343) 20 1794680000

S2L-SMT 3.5/180G Tape

tape feed direction

even pole no.odd pole no.

W

Ordering data
Solder pin length 3.5 mm

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 150 1807780000
8 10.50 (0.413) 150 1807790000

10 14.00 (0.551) 150 1807800000
12 17.50 (0.689) 150 1807810000
14 21.00 (0.827) 150 1807820000
16 24.50 (0.965) 150 1807830000
18 28.00 (1.102) 150 1807840000
20 31.50 (1.240) 150 1807850000
22 35.00 (1.378) 150 1807860000
24 38.50 (1.516) 150 1802220000

Tape width W = 56 mm
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Articles with coloured order number are kept permanently in stock at the central warehouse in Germany.
Delivery times see page X.2 C.5
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THR solder connection pin headers

S2L-SMT 3.5/180LF Box
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Ordering data
Solder pin length 3.5 mm

Colour black

Pitch 3.50 mm
Poles  L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 50 1795200000
8 10.50 (0.413) 50 1795210000

10 14.00 (0.551) 50 1795220000
12 17.50 (0.689) 50 1795230000
14 21.00 (0.827) 50 1795240000
16 24.50 (0.965) 50 1795250000
18 28.00 (1.102) 20 1795260000
20 31.50 (1.240) 20 1795270000
22 35.00 (1.378) 20 1795280000
24 38.50 (1.516) 20 1795290000
26 42.00 (1.654) 20 1795300000
28 45.50 (1.791) 20 1795310000
30 49.00 (1.929) 20 1795320000
32 52.50 (2.067) 20 1795330000
34 56.00 (2.205) 20 1795340000
36 59.50 (2.343) 20 1795350000

S2L-SMT 3.5/180LF Tape
Accessories

tape feed direction

even pole no.odd pole no.

W
Ordering data
Solder pin length 3.5 mm

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 150 1807870000
8 10.50 (0.413) 150 1807880000

10 14.00 (0.551) 150 1807890000
12 17.50 (0.689) 150 1807900000
14 21.00 (0.827) 150 1807910000
16 24.50 (0.965) 150 1807920000
18 28.00 (1.102) 150 1807930000
20 31.50 (1.240) 150 1807940000

Tape width W = 56 mm

Marking strips
See page L.24
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Articles with coloured order number are kept permanently in stock at the central warehouse in Germany.

Delivery times see page X.2
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Tension spring connection socket connectors

When hundreds or thousands of cables need to be
terminated, any reduction in the time taken to con-
nect each cable can dramatically effect the overall
assembly costs.
Screw clamping yoke terminations have twice the
clamping strength and cable pull-out force in com-
parison to screwless tension springs, but the
Weidmueller tension spring can save seconds per
cable connection!
The stainless stell spring clamp is opened by inser-
ting a standard flat-blade screwdriver into the
spring activation slot. – 1 second.
The prepared cable is inserted into the cable entry
point. – 1 second.
The screwdriver is removed, thus clamping the
cable. – 1 second.
3 seconds, finished!

B2L 3.5

• 0.5 – 1.0 mm2 (IEC) / 28 – 18 AWG (UL) 
• 80 V (IEC) / 150 V (UL) 
• 10 A (IEC) / 10 A (UL)

Technical data
Rated data acc. to IEC 664-1 / VDE 0110 (4.97)

Clamping range, max. mm2 0.50…1.00
Solid H05(07) V-U mm2 0.50…1.00
Stranded H07 V-R mm2

Flexible H05(07) V-K mm2 0.50…1.00
Flexible with ferrule mm2

Ferrule with plastic collar mm2

Stripping length mm 7.0

Rated current
at ambient temperature 20°C 40°C

A 10.0 9.0

Overvoltage category III III II
Pollution severity 3 2 2

Rated voltage V 80 125 250
Rated impulse voltage kV 2.5 2.5 2.5

a UL 1059 rated data - E60693 B C D

Rated voltage V 150 150
Rated current A 10.0 10.0
AWG conductor 22-18

r CSA C22.2 rated data - LR12400 B B C D

Rated voltage V 50 50
Rated current A 5.0 5.0
AWG conductor 28-18

Material data

Type of insulating material PBT
Flammability class acc. UL94 V-0
Contact base material Cu alloy
Contact plating tin plated

Information

• Additional colours on request

• Gold-plated contact surfaces on request

• Rated current refers to rated cross-section and min. number

of poles

• ferrule without plastic collar acc. to DIN 46228/1

• Drawing information P = Pitch
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Ordering data
Solder pin length

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 50 1727640000
8 10.50 (0.413) 50 1727650000

10 14.00 (0.551) 50 1727660000
12 17.50 (0.689) 50 1727670000
14 21.00 (0.827) 50 1727680000
16 24.50 (0.965) 50 1727690000
18 28.00 (1.102) 20 1727700000
20 31.50 (1.240) 20 1727710000
22 35.00 (1.378) 20 1747930000
24 38.50 (1.516) 20 1747940000
26 42.00 (1.654) 20 1747950000
28 45.50 (1.791) 20 1747960000
30 49.00 (1.929) 20 1747970000
32 52.50 (2.067) 20 1747980000
34 56.00 (2.205) 20 1747990000
36 59.50 (2.343) 20 1748000000
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Articles with coloured order number are kept permanently in stock at the central warehouse in Germany.
Delivery times see page X.2 C.7
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Tension spring connection socket connectors

B2L 3.5F
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Ordering data
Solder pin length

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 50 1748170000
8 10.50 (0.413) 50 1748180000

10 14.00 (0.551) 50 1748190000
12 17.50 (0.689) 50 1748200000
14 21.00 (0.827) 50 1748210000
16 24.50 (0.965) 50 1748220000
18 28.00 (1.102) 20 1748230000
20 31.50 (1.240) 20 1748240000
22 35.00 (1.378) 20 1748250000
24 38.50 (1.516) 20 1748260000
26 42.00 (1.654) 20 1748270000
28 45.50 (1.791) 20 1748280000
30 49.00 (1.929) 20 1748290000
32 52.50 (2.067) 20 1748300000
34 56.00 (2.205) 20 1748310000
36 59.50 (2.343) 20 1748320000

B2L 3.5LH
Accessories

L1+3xP
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Ordering data
Solder pin length

Colour black

Pitch 3.50 mm
Poles L1 mm (inch) Qty. Order no. Order no.

6 7.00 (0.276) 50 1748490000
8 10.50 (0.413) 50 1748500000

10 14.00 (0.551) 50 1748510000
12 17.50 (0.689) 50 1748520000
14 21.00 (0.827) 50 1748530000
16 24.50 (0.965) 50 1748540000
18 28.00 (1.102) 20 1748550000
20 31.50 (1.240) 20 1748560000
22 35.00 (1.378) 20 1748570000
24 38.50 (1.516) 20 1748580000
26 42.00 (1.654) 20 1748590000
28 45.50 (1.791) 20 1748600000
30 49.00 (1.929) 20 1748610000
32 52.50 (2.067) 20 1748620000
34 56.00 (2.205) 20 1748630000
36 59.50 (2.343) 20 1748640000

Coding element
See page L.9

Hood
See page L.14

Marking strips
See page L.24

Screwdriver
See page L.22
Part no. 9008370000

LH release levers
In applications where access to the equipment is
restricted, it can sometimes be difficult to grip
smaller pitch/size connectors!
Weidmueller has developed the LH release levers
which simply and smoothly disconnect the socket
from the pin-header using a thumb nail or screw-
driver tip.
The LH levers need an opposite surface to push
against, so only function when used with a flanged
pin-header, or an appropriately designed panel
cut-out profile.
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